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Features:
 High testing Precision
 Small size, fast response
 Steady Operating for long time
 Multiple leads materials selection including Tinned

copper wire, Enamelled cu wire, Florin-plastic wire,
PVC wire etc.

 Customized leads length choice

Applications
 Air-conditioning devices
 Liquid Level Sensor
 Automobile industry
 Electronic Calender
 Heating Apparatus
 Home appliances

Structure:
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Electrical Specifications:

Part No.

Rated

Resistance

R25 (KΩ)

B Value (25/50℃)

(K)

Rated Power

(mW)

Dissipation

factor

(mW/℃)

Thermal

time

Constant

(S)

Operating

Temp. (℃)

MF52-***3100** 0.1-20 3100

≤50
≥2.0

In Still Air

≤7

In Still Air
-55~+125℃

MF52-***3270** 0.2-20 3270

MF52-***3380** 0.5-50 3380

MF52-***3470** 0.5-50 3470

MF52-***3600** 1-100 3600

MF52-***3950** 5-100 3950

MF52-***4000** 5-100 4000

MF52-***4050** 5-200 4050

MF52-***4150** 10-250 4150

MF52-***4300** 20-1000 4300

MF52-***4500** 20-1000 4500
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Naming Rule:

MF52 - 103 F 3600A H

NTC Type No.

Rated Resistance:

E.g.: 103=10KΩ

013=0.1KΩ

023=0.2KΩ

Resistance Tolerance：

E=±0.5%，F=±1%

G=±2%，H=±3%

B Value
A:@25/50℃

B:@25/85℃

B Value Tolerance：

E=±0.5%，F=±1%

G=±2%， H=±3%

A 17

Lead & Head Type

Lead Length：

E.g.: 17=17mm

7R5=7.5mm
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上海赫品电子科技有限公司
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Fax:400 8892 163 Ext. 324988

Address: No.245, Jinan Road, Huangpu Area, Shanghai, 200021, China

Website: www.ecube-tech.com
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